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*  Not available for KDS300-AUS square buttons
**  Not available for buttons

COP faceplate fl ush mounted

 Languages available: English and   
 simplifi ed Chinese

Optional call register buzzer and   
 gong on car top are available HANDICAP OPERATING PANEL (OPTIONAL)
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Stainless steel faceplate
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COP, LANDING DEVICE AND 
BUTTON FINISHING

Silver mirror polished stainless steel

 Silver brushed stainless steel 

 Golden mirror polished stainless  
 steel

 Golden brushed stainless steel *

 Silver indirect stainless steel**

 Golden indirect stainless steel**

DOT MATRIX DISPLAY

White with blue or black background Available for swing COP

Full height COP
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SEGMENTED LCD DISPLAY FULL GRAPHIC DISPLAY

Red Yellow Green Blue White

KDS300 BUTTONS
Braille available as an option 

Note: All dimensions are shown in millimeters.
  Please check with your local sales representative for more detailed information   
  about options and advice on making right selection for your elevators.

Surface mounted, 
Mirror polished

Flush mounted, 
Brushed

Surface mounted, 
Mirror polished

Surface mounted, 
Mirror polished

Flush mounted, 
Brushed

Flush mounted, 
Brushed

KDS300-AUS BUTTONS 

Buttons always with Braille

CAR OPERATING PANEL (COP)



3

HALL INDICATOR (HI) DISPLAYS
 Dot matrix: Red, yellow, green,   

 blue, white

 Segmented LCD:  
 White with blue or black    
 background
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HALL LANTERN (HL)
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LANDING CALL STATION 
(LCS)

LANDING CALL STATION WITH  
INDICATOR (LCI)
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LANDING DEVICE BUTTONS

Flush mounted, 
Brushed

Flush mounted, 
Brushed

Flush mounted, 
Brushed

Surface mounted, 
Mirror polished

Surface mounted, 
Mirror polished

Surface mounted, 
Mirror polished

KDS300-AUS buttons  
Buttons always with Braille

KDS300 buttons  
Braille available as an option

LANDING DEVICES 




